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Thank you for choosing the
® Toilet System

Flush Foil

In lieu of water, the Pacto toilet system uses a specially 
developed foil to encapsulate the waste. This is called flush 
foil. 
The flush foil is made from a thin but sturdy polyethylene and 
can be safely incinerated for easy disposal. 
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Installation

The toilet itself is placed on a Pacto Podium, in which the 
waste is stored prior to emptying. 
The installation should be fitted with ventilation. The Podium 
is aired using 2 standard 3-inch plastic pipes, one placed 
horisontally and one vertically with the outlet for the latter 
above the roof. Alternatively, ventilation can be achieved using 
a standard duct fan. 
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Start Up
1.	 Assemble the toilet 			 

following instructions on inside of 
toilet.

2.	 Attach to Pacto Podium (see 		
instructions for Podium). 

3.	 Install ventilation. 

Load Collection Bags

1.	 Remove top of toilet.
2.	 Remove front part of Podium.
3.	 Grabbing front wall of toilet, pull this toward the front of 

the Podium. 
4.	 Angle toilet forward until it rests suspended from the 

chains.
5.	 Load collection bags, starting with the thick black sack. 
6.	 Angle toilet back until it rests fully on Podium and slide 

back into locked position. 
7.	 Replace front part of Podium.  
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NB
To absorb possible condensation, cover the 
bottom of the white collection bag with a layer 
(2 inches/5 cm) of dirt. 
The dirt used must be free from sharp objects, 
as these can pierce the flush foil and cause a 
leak. 

Load Flush Foil

1.	 Carefully place cartridge of flush foil around the wire ring. 
2.	 Remove the 4 strings tying the cartridge together.
3.	 Grab the outer layer of the cartridge and pull up enough 

flush foil to allow two strong knots to be tied. If the foil 
shows a red text warning the cartridge has been installed 
inside out. 

4.	 Push down on foot pedal to open the seal and place knots 
into the feeding mechanism. Feed down by pushing pedal 
repeatedly. 

5.	 Replace top of toilet. 
The toilet system is now ready for use. 
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Emptying
1.	 Remove top of toilet. 
2.	 Pull more flush foil from the unused cartridge: pull straight 

up and cut the foil with enough spare material to tie two 
strong knots. 

3.	 Tie two strong knots and feed through the feeding 
mechanism into the Podium. 

4.	 Open up Podium (see description under Start Up)
5.	 Carry flush foil to disposal site using the collection bag. 

Dispose of flush foil and replace collection bag into Podium. 
6.	 Repeat steps above to load new flush foil and put toilet 

back into use. 

Interval for Emptying

As a general guideline, the toilet system should be emptied 
twice a week.
Units with heavy usage should be emptied more frequently. 
The flush foil has a printed warning that shows towards the 
end of the cartridge, to indicate that a new cartridge should be 
prepared. 
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Advice and Recommendations
•	 The movable parts of the feeding mechanism should be 

greased at least once every year (with the exception of the 
wheels themselves, which should not be treated).

•	 Be aware that the Podium may be slippery when wet. 
•	 The toilet system should never be used for general waste 

disposal. 
•	 Sharp objects may pierce the flush foil and cause a leak.
•	 Cigarette butts may damage the flush foil and cause a 

leak. 

Economy Tips

•	 When Pacto toilet system is only used for liquid human 
waste, the pedal can be pushed down halfway to open the 
seal into the Podium without using flush foil. 

•	 The collection bags are only intended to facilitate 
transportation and can be re-used many times. 
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Troubleshooting

Ensure that flush foil is gripped by both 
pairs of wheels. 

Pedal may have been damaged or 
cracked. Replace pedal (see spare parts 
list) or contact your supplier. 

Ensure that knots are tightly sealed and 
that flush foil has not been damaged.

Empty the waste more frequently 
and ensure that ventilation is working 
properly. 

Flush foil feeds 
unevenly

Flush foil is not 
fed when pedal is 
pushed

Leakage

Unpleasant smell

Issue			  Cause/Solution
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Spare Parts
Article		 Item
03020		  Toilet Seat (seat, lid and fastening)
03050		 Cover Lid (top excluding toilet seat, 03020)
03441		  Pedal
03601		  Wire Frame (for Collection Bags)
03500		 Feeding Mechanism

Consumables

Article		 Item
04001		 Flush Foil
04010		  Collection Bag

Measurements
		  Toilet		  Podium
Depth:	  	 484 	   	 817 
Width:	  	 483 	   	 560
Height	  	 415*) 	   	 219
Weight: 	 16 kg	  	 20 kg
*) Height of seat. 

All size measurements in millimetres. 

10


